
 

 
 

 
 

 

 

 

APPLICATION 
INSTRUCTIONS 

 

 



 

ULTRADECK APPLICATION INSTRUCTIONS 

Installation Tools: 

1. Sharp Razor Knife (we use OLFA 116110 )  
2. Ammonia Based Cleaner (Windex)  
3. Isopropyl Alcohol or Acetone 
4. 2-Inch Masking Tape  
5. Silicon Flooring triple bar roller (Available 

at most hardware stores)  
6. Scotch-Bright Purple Pads 07447 or 

Stainless Wire Brush  
7. Foam Brush or Sponge 
8. Cloth Rags 
9. Bonding Agent (3M Tape Primer 94)  

 

*SKIPPING STEPS MAY RESULT IN PRODUCT FAILURE AND VOID WARRANTY* 

Product Storage: 

UltraDeck should be stored in a cool, flat, dry, indoor location until installed on the boat and it's ideal 
to let the rolled kit rest flat after shipping to uncurl.  

If you see any differences in sizing of the pieces, the paper backing may need to be pulled back from 
2 edges to the center line (done 1 at a time) and then gently laid back onto the adhesive.   

Installation Limitations: 

1. Product installation on all surfaces requires a bonding agent; this is a critical step, 
drastically enhancing the bond, and in combination with all other installation 
requirements, it is part of preventing premature bond failure due to moisture 
intrusion. The bonding agent is available through our facility and can be shipped 
with your kit.  (If the surface is painted, you will need to do a spot test with the 
primer to ensure there is no reaction between it and the paint) 

2. Do NOT attempt to remove and adjust placement once the pad is down.  
3. The installed package must be kept at 10 degrees Celsius plus for a minimum of 24 

hours after installation for adhesive cure. Do not install and expose to cold 
temperatures right after as the bond will fail. 

4. Do not install products below 10 degrees Celsius. 
5. Avoid installing products in high temperatures (30C +) and direct afternoon 

midsummer sun as the product will heat and expand then contact when cooled off, 
which will cause gaps during cool weather in seamless kits.  
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Preparation: 

1. Cleaning of the surface is the most critical part of the process. Clear the boat of any 
clutter, vacuum, and scrub with water and cleaner to remove dirt and grime. 

2. If the surface is oxidized, or you are going 
over textured non-skid gel coat, we 
recommend a light sanding or going over 
with Scotch-Bright. If the surface is 
painted, make sure the paint is stable and 
not falling off. The bond of Ultradeck is 
only as good as what it adheres to. Failing 
paint will continue to fall off even with the 
UltraDeck on top of it.  

3. Give a final wipe with Windex and water, 
making sure to remove all dirt and dust 
from the floor.   

 

4. Thoroughly wipe down the area with 
acetone or Isopropyl alcohol. Acetone is 
favorable but will melt marine vinyl and 
some painted surfaces. If your surface is 
painted, test a small area to check the 
reaction. 

5. Allow the solvent to off-gas for at least 
10 minutes. Ensure the area is 
completely dry before applying pads. 

6. If installing on new or used textured marine vinyl, heavy cleaning is required. Once 
cleaned and wiped with solvent (Isopropyl or lightly with acetone), it must be left to 
sit and off-gas for 2 hours. 

7. The bonding agent must be applied 
during prep. With a foam brush, sponge, 
or small section of cloth rag, lightly apply 
a thin micron layer of primer and let it 
fully dry (10 minutes). Bonding agent is 
available at our facility, and if you are 
unsure about the surface, contact us.  
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Installation: 

1. Before installation, test fit all of the pads 
to ensure size and spacing are correct. 

 

 

2. Starting with a central pad, turn it over 
and with a sharp knife carefully cut down 
the middle of the backing paper without 
ripping it, making sure not to cut into the 
pad itself. 

3. From the center cut, peel back 2” of the 
paper backing and fold to crease it. 
Repeat on the other side. Fold both pieces 
of the paper backing back in place to 
cover the adhesive.  

4. Turn the pad back over and reposition it 
exactly where you want it installed. Test fit 
surrounding pieces during this step to 
ensure proper fit. 

5. When placed in the correct spot. Firmly 
secure one side of the pad to the surface 
area using 2-inch masking tape strips. 
Taping prevents the pad from moving.  

 

6. Lift the side that is not taped down and peel back the paper backing. Gently lay the 
pad back in place.  

7. Firmly press down on the pad where the 
exposed adhesive is. Apply pressure from the 
center of the pad outward (center to top, center 
to bottom) to ensure no air is trapped beneath 
the pad.  

 

​4 



 

8. Continue to lift the pad and peel back the paper backing to expose more adhesive 
until the entire side is down. *DO NOT PULL OR STRETCH THE PAD(S) AS THIS WILL 
CAUSE FUTURE SHRINKAGE.* 

9. Once the first side is complete, remove the masking tape and repeat steps 7 and 8 
for the other half of the pad. Apply pressure to the pad to ensure there’s a firm bond 
between the pad and the surface area.  

10. Seamless Kits - With the addition of 
seamless packages in our lineup, there is 
an additional step during installation. The 
kit is installed as per usual with 
placement of the center pad of the kit. 
The following side pads are then pinned 
in place with their center adhesive section 
WITH the bottom layer of the flooring kit 
seams overlapping. Install as normal until 
you are 3-4" away from the overlapping 
seam. Tuck the edge into the center pad 
and work out the air. Olfa 18mm Snap-Off 
Utility Knife with Comfort Grip and Metal 
Pick Model #1116110 is our go-to knife as 
it has a smooth metal tuck blade on the 
back edge that works well for this.       
*Watching our video is highly 
recommended (scan QR below)* 

 

11. Firmly rollout from the center to the edge, 
and then again around the edges. We 
recommend running over the edges a 2nd 
time 2-4 hours later to ensure the pad is 
down and the edge is sealed well. Any 
trapped air pockets can be relieved by 
using a pin in the center of the bubble as 
our adhesive is always active and will 
reseal the hole. 

12. Take a clean rag with Isopropyl and 
carefully wipe around the outer perimeter 
of the kit to remove any residual primer. 
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***SKIPPING STEPS MAY RESULT IN PRODUCT BOND FAILURE AND** 

 ***WILL VOID WARRANTY***  
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